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ROOF PLAN

SAUL AVT SCHOOL

NEW GRANULAR SURFACED SBS MOD. BIT. C

FULLY ADHERED TO PLY SHEET BY TORCH APPLICATION.

W SMOOTH SURFACED SBS MOD. BIT. PLY SHEE

NE
FULLY ADHERED TO BASE SHEET BY TORCH

NEW FIBERGLASS BASE SHEET FULLY ADHERI
INSULATION IN TYPE IV HOT ASPHALT.

NEW 15/16" FIBERGLASS BOARD INSULATION
FULLY ADHERED TEI FIRST LAYER IN HOT
TYPE IV ASPH;

W 2-1/4" FIBERGLASS BDARD INSULATION
TOP FLUTE

NE!
MECHAN\CALLY FASTENED TO THE.
OF THE DECK IN ACCORDANCE WITH THE
GREATER OF FM_1-90 REQUIREMENTS

R 1 EVERY 2 SQ. FT.

Completion:

Cost:

Contractor:

Assembly:

Roof Replacement

SAUL AVT SCHOOL
Philadelphia, Pennsylvania
Philadelphia School District
Philadelphia, Pennsylvania
Crown Contractors

North Whales, Pennsylvania
Varies-Modified Bitumen Over
New Light Weight Concrete, 1.C.,
& Recover, Shingles
April, 1999

$ 910,905

AP SHEET

APPUCAT\ON.
ED TO

REFER TO TYPICAL]
ROOF ASSEMBLY
DETAIL E' FOR

ADDITIONAL INFO.

TRIM
D MATCH COP\NG CAP.

N

Gy, 7%

z EXISTING METAL DECK TO REMAIN

REMOVE_EXISTING ROOF ASSEMBLY
COMPLETELY

TYPICAL ROOF ASSEMBLY "F”
ROOF AREA K

STR\P OFF W\TH CEMEN
& FIBERGLASS MESH.

NEW PREFABRICATED ALUM. COPING CAP SYSTEM WITH
GALVANIZED ANCHORS @ 48" O.C. MAX. FASTEN TO
SUBSTRATE WITH MIN. (4) S.S. SCREWS EXPANSION
ANCHORED INTO SUBSTRATE.

NEW RUBBERIZED ASPHALT PLY SHEET UNDERLAYMENT
FULLY ADHERED X CONTINUOUS TO PRIMED SUBSTRATE.
LAP ENDS 2" MIN AND, TURN DOWN OVER BLOCKING AND
TOP OF FLASHING X 1" (W.R. GRACE BITUTHANE3000 OR
APPROVED EQUAL).

FASTEN TOP OF FLASHINGS WITH 1/8" X 1" ALUM.
T-BAR FASTENED WITH SCREWS @'6" 0.C.

NEW /4/ CDX PLYWOOD X CONT. FASTENED TO
BLOCKING WITH GALVANIZED SCREWS @ 6" O.C.
AT ALL SUPPORTS & EDGES.(TYPICAL)

EXTEND BASE SHEET UP PLYWOOD WALL AND FASTEN
@ 8" 0.C. (HORIZ. & VERT.) WITH CAP NAILS. ADHERE
MOD. BIT. FLASHING PLIES TO BASE SHEET.

NEW_TREATED WOOD BLOCKING (2° X 4") X
CONT.( WTH SOLID BLOCKING @ ALL JOINTS,
FASTEN TO SUBSTRATE WITH 3/8" DIA,
EXPANSION ANCHOURS INTO WAL @ 24" 0.C.
(TYPICAL)

).

NEW SEALANT.
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_PLAN VEW ® ENDS

PAPRAPET FLASHING DETAIL
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CANNON GROUP / Roof & Building Consultants
520 Fellowship Road Suite D-408 Mt. Laurel, New Jersey



